X_plugins s

shhheMPEAE

aBatPae  pDeaciingtigie  aDum A o Bem Cmiah.  rDan funet L BamFlaegs. LBeam flnge. o fias flnge. o Bedm Sea

Heiddradss

AE SO W AR o Brome B o _Boem fean o Badn Bean 1B Bram o Soe S, Beo B Baos Dousie

Aam 2904 1

3 race frd Be. 3 frace_Fnd Tu. o _frace frd Tu

e R T T

e Beace Brd Tu. 1 fesce Gaaka? o Brace Tute f . wBeace Tube_.  feace Tuse_.  r_Cokimn Erdft

HR~ER~

AR n DRSS DeDeRsNE o FBRIS_ 6 FISSBENT_ s MM Cied

SS~7EX~H

s Ciz . w Manard_Ceop

ERNEsamEsd

w e e S Pt S P S

aMandadl g aaadadlen  nlEeaoi PR BHN. Pl B 1Pt gl

nEmellan P o SbceBaan_ o Speeuebt_ 1 EMeeed e o SWIee UL r TueTeTass

hort manual

Bl Fetpo | Banral 1 | Barme 2 | Bepesa |

Coapas | [ Bowrien Ol

Bruce | Darwa | o1 [ Bornz | bowme 2 B wavoeea | s | Goncms | S P

|| L

The xplugins is set of 53 connections: beam-column, beam-beam, brace connection, handrail and deck

(the most popular connections in steel detailing).

All of them have a number of improvements. This

allows to model connections without "explosion" and manual editing.

General description.

After the installation, x_plugins connections set ap

pears in the "Plugins" tab in the component catalog.

Use "x_" filter for quicker search of this kind of the plugins.
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Search result

¥_Beam_3hear_... x_Beam_5Stiff_CI...

¥_Beam_5Stiffeni...

¥_Brace_Beam_...
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All connections in x_plugins works like system Tekla components. After you choose a component you
need to set numbers of the parts (main and secondary) which forms a connection.



As a main/secondary part x_plugin may take a rolling beam, a contour plate, a welded beam, twin profile
(angles, channels)

- Required: the web of the welded beam must be a plate beam and must be welded to the flanges. If the
plugin is set on the welded |-beam it is necessary to put only the web part of the welded |-beam, the
upper and lower flange the plugin will find itself due to the fact that they are welded to the web.
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Material:  C245

- Required: when modeling the twin profile (angles, channels), the handles of both parts must match. If
the plugin is put on a twin profile, then you need to pick all the parts included in this profile.




Basic parameters of xplugins

To reduce the occupied space, the parameters of some objects are opened in a new window by clicking
on the icon.

Save | | Load * | Saveas Help...

Pats |Bots | Stifener | Gasket | Notch | Welds | welds. Stif. |
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I] r.._HI
|'

t=10
Icon Ne 1 - opens the properties of the part. - the parameters are not specified, - the

parameters are set and the most important values are displayed on the icon.
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Icon Ne 2 - opens the properties of the chamfer. I’ - chamfer not specified, H' - chamfer set.

' Chamfer properties
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Bolts

x_Beam_Shear_Plate_Full_Form

Save Load Help...

| Pats | Bolts | Stiffener | Gasket | Motch | Welds | Welds. Stif. |
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Delete

Nel - Selection of the orientation of the bolt field, when the main and secondary parts are connected
non perpendicularly.

No2 - Turn the bolt 180°
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Ne3 - the icon of parameters of bolts. - the bolt parameters are not specified. - the
parameters are set.
. il .
Bolt properties _leave hole and remove holt | =]

remove bolt and hole
| P/ |[ Close |

Ne4 - remove the bolt by its number. This field indicates the numbers of bolts (through the space) that
need to be excluded from the bolted field.

For example, you need to arrange the bolts in staggered order, to do this, create a full array of bolts and
then remove the bolts numbered "2 4 6 8 10 12 14" . 245810  from it and get a

checkerboard pattern.

Ne5 - position of the bolt field relative to the secondary part

"Mid": the center of the bolt field lies on the center line of the beam.
"Top": the top row of bolts lies on the top flange of the beam.

"Below": the bottom row of bolts lies on the bottom flange of the beam.
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Weld
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x_Beam_Shear_Plate_Full_Form | J

Save | | Load * | Saveas Help...

| Parts | Bolts | Stiffener | Gasket | Notch | Welds | Welds. Stiff. |
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Nel - clicking on the welding icon opens a window with welding parameters. - the parameters
\
are not specified. E 2 - the parameters are set.
m—are! —
Weld properties @
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No1 - the switch "Subassembly" allows you to include the welded part as a subassembly.

For example: the A-95 site plate is welded by welding wl to the beam A-110, if in the settings for the
weld seam w1 to include "subassembly-yes", then both A-110 and A-95 appear in the assembly drawing.
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Each weld seam is able to prepare a bevel along the edge of the part, for this you need to specify the

thickness of the part, specify the angle and dulling of the bevel, specify the type of welding (

chamfer only one part,

v/ - - Chamfer both parts)
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Default values

When the plugin is insert into the model without the specified settings (for the first time), it uses the
values specified in x_Manager, this is also a plugin and is located in the components directory.
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Nel - "Bolt" - defines the bolt structure (size / standard / tolerance / number of nuts / ...)

Ne2 - " Welds " - selection of the subassembly assignment option. Standard - the subassembly will be
done just like the Tekla program does, and after the numbering, the subassembly will receive its
assembly number.

Shop weld - will be created by a shop weld with a 1mm size that will adds the part into the assembly,
after numbering such an item the assembly number will not be received (it simply gets the position
number in the assembly)

Ne3 - default parameters for plate parts. If signing is enabled, the plugin writes its constructive name into
the "name" field of the part.
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